
Para aquellos procesos críticos,
que jamás se detienen

FACTORY AUTOMATION

CPU de Proceso
Controlador Modular

Ficha técnica



IE Field Basic Incluido

Opción de redundancia

Data Logging Cambio de módulos online

Función de base de datos SD card

Modo Test y Modo Safety

Item
Communication cable Multi-mode optical cable

550 (when the core outer diameter is 50 µm
1M

Max. distance (m)
Trcking cable data cpacity (word)

R6RFM

Item

Memory capacity

Control method
I/O control mode
Programmin language
Extended programming language
Program execution type
Number of I/O points [X/Y] (point)

Pogram capacity (step)
Program capacity (memory)
Device/label memory (ECC type) (byte)
Data memory (byte)

R08PCPU
Stored program cyclic operation

Refresh mode (Direct access I/O is available by specifying direct access I/O (DX/DY)

Function block (FB), label programming (system/local/global)
Initial, scan, fixed scan, interrupt, standby

4096 4096 4096 4096

Ladder diagram (LD), structured text (ST) , function block diagram (FBD), sequential function chart (SFC)

R16PCPU R32PCPU R120PCPU

80K 320K160K 1200K

1188K 2316K1720M 3388K
320 1280K640 4800K

5M 20M10M 40M
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