
El rostro de la gama modular,
con una gran escalabilidad

FACTORY AUTOMATION

CPU de Secuencia
Controlador Modular

Ficha técnica



Al incluir en la nomenclatura “EN” en el número de 
parte (R04ENCPU) obtendrá un CPU con Protocolo de 
comunicación CC-Línk IE Field embebido

IE Field Basic Incluido

Item
Stored program cyclic operation

Refresh mode (Direct access I/O is available by specifying direct access I/o (DX, DY))

unction block (FB), label programming (system/local/global)
Initial, scan, fuxed scan, interrupt, standby

0.5...200 
(Setting available in 0.1 ms increments)

0.2...2000
(Setting available in 0.1 ms increments)

Control method

Ld instruction (ns)

Memory capacity

I/O control mode

MOV intruction (ns)

Program capacity (step)

High-speed USB2.0 (miniB)

SD memory card

Multiple interrupt

Memory dump

Security

Firmware update

Ethernet (100 BASE-TX/10 BASE-T)

Extended SRAM cassette

Standard PID control

Data logging

Inter-module synchronization

CC-Línk IE connection port

Programming language

E + instruction (floating-point addition) (ns)

Program memory (byte)

Ethernet
(1000BASE-T/100BASE-TX/10BASE-T)

Extended programming language

Structured text IF instruction (ns)

Device/label memory (byte)

Program execution type

Structure text FOR instruction (ns)

Data memory (byte)

CC-Línk IE Field Network Basic connection port

Memory interface

Function

Internal database

Real-time monitor

SLMP communication

Number of I/O points [X/Y] (point)

PC MIX value (instruction/µs)

Instruction processing time

Ethernet
(100BASE-TX/10BASE-T)

Constant scan (ms)
(Function for keeping regular scan time)

Interface contection port

R00CPU R08(EN)
CPU

R32(EN)
CPU

R120(EN)
CPUR02CPUR01CPU R04(EN)

CPU
R16(EN)

CPU

Opción de redundancia

Data Logging Cambio de módulos online

Función de base de datos SD card

Modo Test Modo Safety
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José Marín 2750, Sáenz Peña (B1674AKD) 
Partido de Tres de Febrero
Buenos Aires, Argentina

Lunes a viernes, 8:30 a 17:30 hs.

ventas@kdk-argentina.com 

11 6252 5194

11 7078 0939


